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•	 IP	Enabled	with	DDNS	(Dynamic	IP	Support)

•	 View	up	to	8	Camera	locations	in	Real	Time

•	 Single	or	Dual	PIP	viewing	options

•	 Two	way	Audio

•	 Remote	Control	or	Main	Panel	operation

•	 Metal	Cabinet

•	 Comes	with	4	Color	CCD	Cameras	with	IR

Approvals:
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Monitor

Display	Type:	 21”	Color	CRT

Video	Format:	 PAL

Resolution:	 450	TV	Lines

Camera	Input:	 DIN	x8	,	BNC	x	8

A/V	Input:	 RCA	x	1	Set

A/V	Output:	 RCA	x	1	Set

A/V	Slave	Output:	 RCA	x	1	Set

Alarm	In/Out:	 In	x	8	,	Out	x	1

operating	Voltage:	 100-240V	AC,	50/60Hz

Power	Consumption:	 105W

Operating	Temperature:	 0~40º	C

Dimension	(WxDxH):	 500	x	472	x	462	mm

Weight:	 26Kg

Camera

Image	Sensor:	 1/4”	Color	CCD

Video	Format:	 PAL

Effective	Pixels:	 512H	x	582V

Resolution:	 330	TV	Lines

Sync	System:	 Internal

AES:	 1/50	~	1/10	000	Sec

Min.	Illumination:	 1	Lux

Lens:	 3.6mm	F2.0

Viewing	Angle:	 Diagonal	70º

Operating	Voltage:	 12V	DC

Operating	Temperature:	 -10	~	45	degree	C

Dimension	(WxDxH):	 57	x	114	x	50	mm

Environmental	Rating:	 IP44


